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1. Install

1.1. Using this manual
This manual explains how to install and start CT-Works PC program.
This Program works with CT100 series scale through Ethernet and RS232c protocol.

CT-Works utilize the scale management.

1.2. How to install
Insert CT-Works CD, It will install automatically. If it is not working properly, go into CD directory
and double-click on setup file. See <Image 1-1 Content of CD-Rom> down below.

- a A -
4
] ﬁ | bt

program  0x0409.ini  CT-Works. ISSetup.dll | setup.exe Setup.i-ni
files msi

Image 1-1 Content of CD-ROM

1.2.1. Preparing to install
When you insert CD or double-click on Setup file, it will starts copying necessary files and

prepares to install the CT-Works program.



InstallGhield Yizard

@ Preparing to Install...
. CLAworks Setup iz preparing the InstallShield ‘wizard,

which will guide you through the program setup process,
Please wait.

Checking Operating System Yerzion

(RENRRANNRRANNRRRNNRAR )

Cancel

Image 1-2 Preparing to install

CT-Works - InstallShield Wizard =

Welcome to the InstallShield Wizard for
CT-Works

The InstallShield “Wizard will install CT-Works on your
computer. To continue, click Next.

< Back E Nexst > ; [ Cancel ]

Image 1-3 Guidance




1.2.2. Input customer information

[ CT-Works - InstallShield Wizard

Choose Destination Location

Select folder where setup will install files.

Setup will install CT-Works in the following folder.

Tao install to this folder, click Next. To install to a different folder, click Browse and select
another folder.

Destination Folder

C:\Program Files\CASACT Workst

[ < Back ][ Next > ] [ Cancel ]

Image 1-4 Choose destination folder

[ CT-Works - Installshield Wizard

Setup Type
Select the setup type that best suits your needs.

Select the features you want to install, and deselect the features you do nat want to install.
Click Next to continue.

| <Back || Mew> | | Cancel

Image 1-5 Setup Type

Check USB Driver Install to use USB connector
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CT-Works - InstallShield Wizard 50|
Setup Type
Select the setup type that best suits your needs.

Click the type of setup you prefer.

Desciption

Use English language

[hstallShield

[ < Back J( Next > ] [ Cancel J

Image 1-6 Choose language

[ CT-Works - InstaliShield Wizard )

Start Copying Files
Review settings before copying files.

Setup has enough information to start copying the program files. If you want to review or
change any settings, click Back. If you are satisfied with the settings, click Next to begin
copying files.

Current Settings:

Sétup T ype: -
UN

Destination Directory:
C:\Program Files\CASACT Worksh

< »

|hstallShield

i [ Cancel ]

Image 1-7 Confirm choice



CT-Works - InstallShield Wizard ==
Setup Status

CT-Works is configuring your new software installation.

Removing applications

Cancel

Image 1-8 Copying program

It begins to copy program, modules and basic components. After copy the program, it will
automatically register the program to the windows; it makes CT-Works Shortcut on desktop and

starting program.

1.2.3. Finishing installation
CT-Works - InstallShield Wizard

InstallShield Wizard Complete

Setup has finished installing CT-Works on your computer.

< Back Cancel

Image 1-9 Install finish

Click finish button to complete installing. Use shortcut on desktop or shortcut icon on the folder

to start.
NOTE: Some of the windows versions like Windows 95 need to restart the computer.
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1.2.4. Operation

Image 1-10 Starting program

When install is successfully finished, you can find CT-Works folder and shortcut icon in both
windows starting program and desktop <Image 1-10 Starting program>. Click on shortcut icon to

start your program.



2. Setting Configuration

Use this program properly; you need to go over basic setting processes.

Skipping this process may have some trouble to communicate with the scale. Please check

communication before use.

2.1. Scale Configuration

- Scale configuration in “Setting” tab shows scale information on PC.

- This configuration set basic function of price, weight, decimal point, date, font size and
currency sign of the scale.

- It use to set basic configuration like capacity of scale or unit of weight

Basic form is down below <Image 2-1>

(a4 CT-Works - [C-WUSERS#PUBLICWDOCUMENTSHCASHCT-WORKSWDATAWMAINDATA MDB] ol @ =
File® Edit® ViewV) Tool@® Transfer®) HelpH)

Scale | Rath | Field select | Communication | Store | Scale Setting

Scale configuration

1 Price length: |7 -
2 Price decimal point: |2 -
3 Weight decimal point: |3 -
4 Date format:  [DD-MM-YY v

E Save

NUM

Image 2-1 Configuration Scale Tab

2.1.1. Scale Tab Explanation

1. Price Length: (choose one on 6,7,8,9) when you put data related to price, maximum value
will decide according to this setting
If Price Length is seven, the maximum value price is 9999999

2. Price Decimal Point: It sets price decimal point. Choose one among 0,1,2,3

~ 10 ~



If price decimal point is two, the result comes out like 123.45
3. Weight Decimal Point: It sets weight decimal point. Choose among 0,1,2,3
If weight decimal point is three, the result comes out like 34.123
4. Date Format: It decides order of year, month, date
17th February, 2005 can indicate down below
- In case of YY-MM-DD: 05-02-17
- In case of MM-DD-YY: 02-17-05
- In case of DD-MM-YY: 17-02-05
5. Save button : Click to save and apply the edited data

"Save Complete” message will appear when it works right

2.2. Setting file path
Path tab is use to appoint file location use on each program
When each program starts, it brings up file from set up in Path tab

Basic form of <Image 2-2> is down below.

\a CT-Works - [C:WUSERSHPUBLICHDOCUMENTS#CAS#CT-WORKSWDATAMAINDATA MOS] O]
File(® Edt(E Viewd) Tool@ Transfer®) Help(H)
At e ana -
PHs oo S c=EHRE|G
Scdie | Path  IField select | Communication | Store | Scale Setting
Path configuration
1 DB File: WdataWMAINDATA mdb Browser
2 Key path: ¥Wconfig Browser
3 Report path: WReport _Browser |
4 Save
NUM

Image 2-2 setting path

This is for setting path of saving basic data use in program. File and path is set to the installed

location. It can use by basic setting and Data file for more detail.
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2.2.1. Path Tab Explanation
1. DB File (1): Set up data file location
This data file has the data use on each program. Register, edit, delete and start program
process are using this file. Be careful to decide the file location.
2. Key Path (2): Sets key file folder on keypad program
Key file is information of the key & key path is folder location of the key file

3. Report Path (3): It sets Report folder location which use on Report Program

2.3. Field Select (PLU Field Configuration)

Filed Select Tab uses to set up Field on PLU Editor Program

See <Image 2-3> down below.

\di CT-Works - [CHUSERS#PUBLICKRDOCUMENTSWCAS#CT-WORKSWDATAWMAINDATA MDB] f=lf@-
File(®) Edit@® View() Tool@ Transfer® Help(H)

PHe B Ua S =8 [E

Scale | Path | JField select | Communication | Store | Scale Setting

PLU Selection
Field select type
© Default field

Field name Datas... C
Department No
PLU No
PLU Type
temCode
Name

Bo—omn
=
8

Group No
Use Fixed Price Type
Price
Tax No
Tare
Sell By Date
Use Barcode
Discount target |
Discount value |
Discount target 2
Discount value 2

DO P

el DR dd< »

COO0O0O0O0O0O0O0O0O00O00O0OX

oo oo

NUM

Image 2-3 Field selection

Filed Select Tab uses to set up Field on PLU Editor Program
Select the PLU fields which will list up on< Image 2-3>. You can click field select to see and can

use with basic setting. More details for <3.PLU editor>.

2.3.1. Field Select Tab Explanation
1. Field List (1): It shows field list
2. Save button (2): To save and apply the edited contents

~ 12 ~



2.4. Communication Configuration

Communication Tab is use to set up basic configurations which need to communicate with the

scale. It formed like < Image 2-4>

i CT-Works - [C:#USERS#PUBLICWDOCUMENTSHCASHCT-WORKS#DATA¥MAINDATA MDB] [
File(®) Edit® View(V) TooIG) Transfer(®) Help(H)

| Scale IPath | Field select] Communication | $tore IScaIe Setting|
Communication select
1| ©Rs232C 2 I © TCP/P ”EInclude External Network | 3
RS232C
4 | por: Come | 5| speea: 1520 ]|
TCP/IP
Display
6 I Computer [P: 10,10, 0 136 7
| © Name JIP/ID
Scale IP: | 4 IP Connection Port Name Model
1010422 20304 CTI00 8
9 Connection Test
10 Scan
< | - _m NN —
11 I Add Edit Delete I 12 Savs

NUM

Image 2-4 Setting Communication
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2.4.1. Setting communication Devices

(s CT-Works - [C:#USERSHPUBLICHDOCUMENTSHCASHCT-WORKSH#DATAMAINDATA MDB] oo ==
File(F) Edit® View(M) Tool@ Transfer(R) Help(H)
aA=h | = | A
PHe mud = aEH"R LS
Scale | Path | Field select| Communication |Store | Scale Setting|
Communication select
@ RS232C © TCPAP Include External Network
RS232C
Port: |COM4 v Speed: | 115200 v
TCR/IP
Display
10,10, 0 136
@ MName IP/ID
A IP Connection Port Name Madel
- - O 10.10,4,222 20304 CT100
Connection Test
Scan
NUM
. . .
Image 2-5 Setting communication (RS232C)
(S CT-Works - [C:#USERSPUBLICHDOCUMENTSHCASHCT-WORKSHDATA¥MAINDATA. MDB] ol o=
File(® Edit® ViewM) Tool@® Transfer(R) Help(H)
— S — = I
PHS m oo S BN !-‘
Scale | Path | Field select| Communication |Store | Scale Setting]
Communication select
1 RS232C @ TCP/IP [T1Include External Network
RS232C
Port: | COM4 Speed: | 115200
TCP/IP
Display
Computer IP: 10,10, 0 136
© Name CIP/ID
Scale IP:| & P Connection Port Name Model
] 10,104,222 20304 CT100
Scan
NUM

Image 2-6 Setting communication (TCP/IP)

Click on configuration toolbar and choose communication you can see on <Image 2-1 Setting
communication>. Select TCP/IP (Ethernet cable) or RS232c (Serial cable)
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2.4.2.

N o uos

8.
9.

Communication Explanation

RS232C (1): It is used to upload or download data using RS232C communication by
checking, <RS232C> group will active and able to input data

TCP/IP (2): It is used to upload or download data using TCP/IP communication by
checking, <TCP/IP> group will active and able to input data

Include External Network (3): It is used to composite Port forwarding type's network while
using internal network.

Port (4): It is used to set up comport for RS232C

Speed (5): It is used to set up communication speed for RS232C

Computer IP (6): It shows IP of current computer which CT-Works is in working.

Display (7): It is used to set up the scale indication mode to whether it's IP or name.

- Set by IP / ID: It is displayed as <Image 2-7> section 1

- Set by Name: It is displayed as <Image 2-8> section 1

(It is necessary to input name to the ‘Name' field in section 8)

Scale List (8): It shows address list of scale need to communicate with

Connection Test button (9): It is used for connection test between PC and scales listed

10. Scan button (10): It is used to find scales connected with PC

11.

Add, Edit, Delete button (11): Add, edit, delete scale address list

12. Save button (12): It is used to save set up contents

If communication mode is changed, "“Must be restart” message will appear and you must

restart the program

~ 15 ~



File(® Edit(® ViewM) Tool® Trander(&)»Hdpa;o i B
/ il 000
pHs Hoo = 8RR S |
| PLU Edit (52) | A PLUNo PLU Type tenCode Name Group No Use Fixed Price *
5 ] 1 1, Weight 0 appleasdd arq 1, <Nodefine>
Sheet direction: } [} 2 1, Weight 0 Orange 00, <Nodefine>
' I|=! 3 1, Weight 0 Kiwi 00, <Nodefine>
‘ Search 4 1, Weight 0 Pumpkin 00. <Nodefine>
I ‘ @] 5 1, Weight 0 Pumpkin Seed 00, <Nodefine>
. B 6 1. Weight 0 Bean cake 00, <Nodefine>
Name: ‘ 0 7 1, Weight 0 Peiilla leat 00, <Nodefine>
Group No: ‘ B 8 1, Weight 0 Apple 00, <Nodefine> =
] 9 1, Weight 0 Banana 00, <Nodefine>
( Search | 10 1, Weight 0 Fine apple 00, <Nodefine>
‘ ] 11 1, Weight 0 Sweet Potato 00, <Nodefine>
Edit A 12 1, Weight 0 Indian Corn 00. <Nodefine>
| ‘ 13 1, Weight 0 Popcom 00, <Nodefine>
[ Add ] A 14 1, Weight 0 Indian Millet 00, <Nodefine>
‘ M 15 1, Weight 0 Millet 00, <Nodefine>
[ Delete |[ Deletedll | |17 16 1, Weight 0 Rice 00. <Nodefine> E
] 17 1, Weight 0 SoyBean 00, <Nodefine>
[CIDelets in Scale B 18 1, Weight 0 Peanut 00, <Nodefine>
] 19 1, Weight 0 Rice cake 00. <Nodefine>
T A 20 1, Welght 0 Sesame Ol 00, <Nodefine>
L B 21 1, Weight 0 Perilla Ol 00, <Nodefine>
A IP/Name 3. [ Fl 22 1, Weight 0 Potato 00, <Nodefine>
- < - 23 1, Weight 0 Radish 00, <Nodefine>
v w0z 24 1, Weight 0 Spinash 00, <Nodefine>
'S ] 25 1, Weight 0 Bean 00, <Nodefine>
26 1, Weight 0 Pea 00, <Nodefine>
27 1, Weight 0 Coffee bean 00. <Nodefine>
] 28 |, Weight 0 Lotus root 00, <Nodefine>
29 1, Weight 0 Dired Slices of Radish 00. <Nodefine>
™ 30 1, Weight 0 Salted Radish 00, <Nodefine> ¥
<l =M ol »
NUM

Image 2-7 IP/Name on PLU (IP)

A PLUNo PLU Type temCode Name Group No Use Fixed Price *
R B 1 1, Weight 0 leasdd qwwewww |, <Nodefine>
Fextioscion: & 2 1. Weight 0 Orange . Nodefine>
. 1l 3 1. Weight 0 Kiwi 00, <Nodefine>
Search A 4 1, Weight 0 Pumpkin 00, <Nodefine>
PLU No: ~ ] 5 1. Weight 0 Pumpkin Seed 00. <Nodefine>
i ] 6 1. Weight 0 Bean cake 00, <Nodefine>
Name: F 7 1, Weight 0 Perilla leaf 00, <Nodefine>

Group No: B 8 1, Weight 0 Apple 00, <Nodefine> =
A 9 1, Weight 0 Banana 00, <Nodefine>
[: Search J (| 10 1, Weight 0 Fine apple 00, <Nodefine>
] 111, Weight 0 Sweet Potato 00. <Nodefine>
Edit ] 12 1, Weight 0 Indian Com 00. <Nodefine>
E 13 1. Weight 0 Popcomn 00, <Nodefine>
[ Add ] B 14 1, Weight 0 Indian Millet 00. <Nodefine>
| 15 1, Weight 0 Millet 00, <Nodefine>

| Delete || Deletedll ||| 16 1, Weight 0 Rice 00, <Nodefine> 3
& A 17 1, Weight 0 SoyBean 00, <Nodefine>
[ Delete in Scale (5] 18 1, Weight 0 Peanut 00. <Nodefine>
H 19 1. Weight 0 Rice cake 00, <Nodefine>
i} 20 1. Weight 0 Sesame Oil 00, <Nodefine>
p—— 21 1, Weight 0 Perilla Oil 00. <Nodefine>
A IP/Name 3. 22 1. Weight 0 Potato 00, <Nodefine>
@ Scalel 23 1, Weight 0 Radish 00, <Nodefine>
! 24 1, Weight 0 Spinash 00, <Nodefine>
25 1, Weight 0 Bean 00, <Nodefine>
H 26 1. Weight 0 Pea 00, <Nodefine>
" 27 1, Weight 0 Coffee bean 00. <Nodefine>
H 28 1, Weight 0 Lotus root 00, <Nodefine>
] 29 1, Weight 0 Dired Slices of Radish 00. <Nodefine>

] 30 1, Weight 0 Salted Radish 00. <Nodefine> Y-

« " - »
NUM

Image 2-8 IP/Name on PLU (Name)
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2.5. Store Configuration

This tab is based on the Port Forwarding function. Port Forwarding function uses several ports
in one IP address on the scale.

NOTE: This function only activate in the situation of port forwarding

It formed like <Image 2-9>

I )

& CT-Works - [C#USERSHPUBLICWDOCUMENTSWCASHCT-WORKS#DATAWMAINDATA MDB] =N Ech ~=~
File(® Edit(E) View(V) Tool@M TransferR) HelpH)

P H&E oS .aER R[S

Scale | Path | Field select | Communicatich | Store | Skale Setting|

Store
1| [k Name P URL 3
Department! www,casmart.cokr |
Department?2 10,10,10,12 ‘|
l
i
l
i
4 i S
2 3 || _UAL Connection Test |
Edit Store
[ Delete Store 4 ~ Sawe

NUM

Image 2-9 Setting Port Forwarding Function on Store tab

2.5.1. Store tab explanation

1. Store List
It shows the information of current set-up shop

2. Add / Edit / Delete
- Add: This button add the information of shop network.
- Edit: This button edit the information of shop network.
- Delete: It delete the information of shop network.

3. URL connection test
This button tests the status of URL connection.

4. Save

This button save the current store information

~ 17 ~




2.6. Scale Setting Configuration

Scale setting tab set the basic scale environment
Image formed like <Image 2-10>

[

(3 CT-Works - [C#USERSWPUBLICWDOCUMENTSHCASHCT-WORKSWOATAWMAINDATA MDB] [ @ =
File(F) Edit(®) View(\) Tool@M Transfer(R) Help(H)

PHeS n 0o S a5 R K|S

| Scale | Path | Field select | Communication | Stor4 | Scale Seting

Scale Setting
. m— Scale List - 2
1 | ViReal Time Clock:  2013-05-13 14:03:27 From PC | A IP/Name 3.
v 10,10.4,222

NUM
Image 2-10 Scale Setting

2.6.1. Scale Setting tab Explanation

1. Real time clock

You can change the CT100 time to connected computer time using synchronization.
2. Scale list

It shows the list of synchronization available scale

~ 18 ~



3. PLU editor
3.1. Basics of PLU editor

This feature makes user to manage PLU information. You can register PLU yourself or Import

from editable programs like MS Excel file.

3.2. Components of PLU editor

Explain naming and PLU editor information.

\ad CT-Works - [C#US -WORKS#DATA#MAINDATA MDB] o 5 s
bl it loui)  ToOI®M)  TransferR)  Help(H)
— v (=] o~
Clp He|luud = 38R 8|
-m & | PLUNo PLU Type ItemCode Name Group No Use Fixe E
A - S — 4 1L 'Jkl re} ' d4 SRS 1 Al d g 1
Sheet direction: [Right ) 2 1, Weight 0 Orange 00, <Nodefine>
3 1. Weight 0 Kiwi 00. <Nodefine>
i 4 1, Weight 0 Pumpkin 00. <Nodefine>
B PLU No: = 5 1. Weight 0 Pumpkin Seed 00. <Nodefine>
6 1, Weight 0 Bean cake 00, <Nodefine>
Name: 7 1, Weight 0 Perilla leaf 00, <Nodefine> |
Group No: (00, All Group  + | 8 1. Weight 0 Apple 00, <Nodefine> i
. 9 1, Weight 0 Banana 00, <Nodefine>
| Search 10 1. Weight 0 Fine apple 00. <Nodefine>
11 1, Weight 0 Sweet Potato 00, <Nodefine>
Edit 12 1, Weight 0 Indian Comn 00, <Nodefine>
13 1, Weight 0 Popcom 00. <Nodefine>
C { Add 14 1, Weight 0 Indian Millet 00. <Nodefine>
' 15 1, Weight 0 Millet 00. <Nodefine>
| Delete || Delete Al 16 1, Weight 0 FRice 00, <Nodefine>
Delete’ta Scal 17 1, Weight 0 SoyBean 00, <Nodefine>
ojete:In veale ] 18 1, Weight 0 Peanut 00. <Nodefine>
19 1, Weight 0 Rice cake 00. <Nodefine>
20 1, Weight 0 Sesame Oil 00. <Nodefine>
21 1, Weight 0 Perilla Ol 00, <Nodefine>
22 1, Weight 0 Potato 00, <Nodefine>
23 1, Weight 0 Radish 00, <Nodefine>
24 1, Weight 0 Spinash 00, <Nodefine>
25 1, Weight 0 Bean 00, <Nodefine>
26 1, Weight 0 Pea 00. <Nodefine>
27 1, Weight 0 Coffee bean 00, <Nodefine>
28 1, Weight 0 Lotus root 00, <Nodefine>
29 1, Weight 0 Dired Slices of Radish 00. <Nodefine> .
« m »
NUM

Image 3-1 PLU editor

3.2.1. Field explanation
1. Section A
A. Enter direction - It decides next direction also you can set grid setting condition.
2. Section B
A. PLU No - Input PLU No. area which you want to search
B. Name - Input PLU name which you want to search
C. Find PLU - Click the "Search” button to find PLU
D. More details look for the <3.3.2. Add & Edit in PLU edition>.
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3. Section C

A. Add - Add PLU on default list

B. Delete — Delete selected PLU

C. Delete All — Delete All PLU

D. Delete in Scale — Delete PLU in scale
4. Section D

A. Upload — Click this button to get data from the scale

B. Download — Click this button to download data to scale

More details look for the <3.3.10.Downloading PLU>

5. Section E

A. Horizontal axis - Quick PLU list. Click name to line up
6. Section F

A. Column ‘A’ on the Vertical axis- PLU list

B. Choose any PLU you want

C. Press column ‘A’ to select all
7. Section G

A. First icon- Open saved data

B. Second icon- Save reformed data

C. Third icon- Print the data

3.3. Programming PLU editor

Explain every process needed in PLU editing

3.3.1. Opening new work in PLU editor
1. Run CT-Works program
2. Select file menu

3. Click "New" to prepare a new work

3.3.2. Add & edit in PLU editor
Explains add & edit PLU
1. Additional process
A. Press add PLU button on <Image 3-1. PLU editor> section (]
New data appears at the bottom of grid screen
B. Input information. More details look for <2. Correction> below
[Reference: PLU is up to 4000 unit]
2. Correction

A. Choose the item you want to correct and press Enter or double-click it
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3.3.3.

3.3.4.

B.

It turns to editing input condition or list selected condition
[Reference: there is two type of editing condition. Write down directly or choose from

the list. Items Table | need to make up the data list first. ]

Save & open PLU data

Learn how to save, open, import and export PLU files.

Saving data

Click save icon on <Image 3-1 PLU editor> section G

[Reference: If display shows notice message. Click “OK" and fill up the rest of information]
A.

Data is saved

[Reference: Saving refer to last open and saved file.]

Saving in new name

A
B.
C.

Select "File” in <Image 3-1.PLU editor>
Choose Save menu

Write new file name or select file to save

Opening data

A
B.
C.
D.

Select "File” in <Image 3-1.PLU editor>
Choose Open menu

Write or select file to open

Press "OK" button

Exporting data

A. Select "File” in <Image 3-1.PLU editor>

B. Choose Export menu

C. Write or select file to export when dialogue appears
[Reference: It only saves same type of files]

D. Saving file is complete

Import data

CT-Works can import two file format types — Excel file format (xls) and Text file format

(.txt).

[Reference: Excel File Import<3.3.5.>]
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3.3.5. Excel file Import
Possible file formats are the Excel file (xIs) and the Test file (txt).
1. Select "File” in <Image 3-1.PLU editor>

2. Select "Import”

Open
Look jn: | () excel ~| « @& e B
31PLU Sample-ENG. xls

Flegome: [

Files of type: | Excel File [*.xls) L] Cancel |
Excel File [*.xls

7

Image 3-2 Import - File open

3. Put the file name or select the Excel file to be imported <Image 3-2>

Excel Import @

~

A—

-
File Name |PLU Sample-ENG.xls
Sheet Name |PLU

r&cel sheet \ ect ltem <
Rt . | Cotumn [
Department No Department...

LU Type PLU No PLU No

ItemCode PLU Type

::z:z ItemCode

B._- Name C*

Name3

Group No Name2

ExeBarcode zam°3N

Label No roup No

Aux Label No ExeBarcode

Origin No Label No

Unit Weight Aux Label No

FixedWeight Origin No

P_refix Unit Weight
\Pieces v/ \EixedWeight Z
e

|_ Defaut E. save | Reset |[[ ok Cancel L
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Image 3-3 Excel Import

4. Select the sheet to be imported when dialog appears <Image 3-3>

5. Connection composition of the columns of Excel file (B) with the columns of CT-Works(C)
When after selecting the two columns (form B and C items) to be connected and click >’
in D, the two items (column) will be connected.
A.  '>":Connect the selected columns

'<': Cancel the connection of the selected columns

'>>": Connect all columns

‘<<’ : Cancel the connection of all columns

‘Up’ : Connect the upper column

‘Dn’ : Connect the lower column

mTm g N w

6. Connection Help Buttons
A. 'Default’: If the file to be imported is the basic file format which is exported form CT-
Works, it comes to be connected by a '‘Default’ composition’
‘Save": Save the current connection composition. It will be used in next import.
‘Reset”: Cancel the current connection composition.

‘OK’: Import file by the current connection composition.

mo N w

‘Cancel’: Cancel import.
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3.3.6.

3.3.8.

3.3.9.

> w o=

Dealing with Enter in PLU editor

Explains how to manage Enter after input information on editor dialog

Select "None” in Enter Direction at < Image 3-1> section A. It just completes the input.
Select Right in Enter Direction at < Image 3-1> section A. It makes input complete and
move to right column

Select Down in Enter Direction at < Image 3-1> section A. It move to next line

Searching data
Explains how to find the data
Explain control
A. PLU number at <Ilmage 3-1> section B: Input searching condition of the range
of PLU number.
B. PLU Name at <Image 3-1> section B: Input PLU name which you want to find
Instruction
A. Check all the conditions above 1(Explain control). Click to find PLU button at <Image
3-1> section B. It show the PLU which satisfy the request.
[Reference: To see all PLU, Choose “00 All" in the “Group No" column and click

"Search” button.]
Upload PLU

Explains to bring data from the scale

First, check communication cable is connected
Check communication setting is in order

Start program if above conditions are done

Click upload icon at <Image 3-1> section E
[Reference: You can press Cancel button to cancel it]

You can see the data from the scale on the screen

3.3.10. Downloading PLU

o vk W=

Explain how to download data to scale

First, check communication cable is connected
Check communication setting is in order

Start program if above conditions are done

Open or edit files which you want to download
Select PLU to download at <Image 3-1> section F
Click Download icon at <Image 3-1> section D
[Reference: You can press Cancel button to cancel it]
Click OK button to finish
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3.3.11. Deleting PLU

Explaining how to delete PLU process

1. Delete one by one

A.

monNw

Start program

Open or edit data

Check the PLU you want to delete at the check box at <Image 3-1> section G
Click Delete PLU button at <Image 3-1> section C

Deleting complete

[Reference: It's easy to find PLU using PLU search]

2. Delete scale PLU data only

A

B.
C.

Choose "Delete in Scale” check box at <PLU editor image 3-1> section C
Click Delete PLU button box at <PLU editor image 3-1> section C
Deleting scale data

[Reference: It deletes only scale data]

3. Deleting Department

A
B.
C.

Select Department you want to delete at <Image 3-1> section C in Dept No
Click "Delete” button at <Image 3-1> section C

Every PLU you choose in department deletes

No. Type Name Input area Registered location
1 Department No. 99 Table |

2 PLU No. 999999 PLU Editor

3 PLU Type 4 PLU Editor

4 Name 40 PLU Editor

5 Price 999999 PLU Editor
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4. Data Table 1
4.1. Data Table 1 formation

Data Table | is formed with Department, Group, Tax rate, Receipt message look like <Image 4-

1> down below.

s CT-Works - [C:WUSERSWPUBLICWDOCUMENTSWCASHCT- -WRKSWATWATAMD& = on
File(E) Edit View(M) Tool() Transfer(R) Help(H)

AR EI LR

A Code Name
Al ||[Group = 1 Group | H
— - 2 Group 2
B

Edit
i Add J
( Delete ]

Delete in Scale

c Search ,
[Code -

—

Search ]
& Show all ]

Dillla  iemName 3
10104222 -3

<

NUM

Image 4-1 Data table

4.1.1. Table 1 Explanation
1. Section A
A. It uses to choose among one of Group, Tax Rate, and receipt Message.
2. Section B
A. ADD - Starts adding process chosen in <Image 4-1> at section A
B. Delete — Use to delete contents in <Image 4-1> at section H
C. Delete in Scale — Delete contents on scale
D. If you press delete button when had checked on the check box. It deletes code which
exists on scale. If not, it deletes editing dialog on screen
3. Section C
Use to search each of content on editing dialog

A.  Search — Use to search data. Result will appear on display
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B. Show All - It is to see all the data again after finishing searching
NOTE: It will not show up when selecting Tax Rate
4. Section D
A. Status —It shows IP list and status when using TCP/IP network
NOTE: It will not show up when you set to serial communication
[Reference: You can download all the CT100 scales data to PC. However you can
upload the scale data from only one scale to PC]
5. Section D
A. Save -Use to save or register data
6. Section E
A. Upload —To bring data from scale to PC
7. Section F
A. Download -Use to download data from PC to scale
8. Section G
A. It shows selected content data on display. This editing dialog can register or edit
data

4.2. Data Table 1 instruction
Explains all about editing Data Table |

4.2.1. Starting new work
To start new work, follow the instruction below
1. Select File in Menu
2. Choose New
Screen is ready for the new work

NOTE: It only applies to select content at section A

4.2.2. Edit & Add

This chapter explains edit & adds data.
1. Adding process
A. Select contents you want to work on the menu
B. Click "Add" button on <Image 4-1> section B. New data will add in grid dialog below
C. Write detail information on data you want to add
2. Edit process
A. Select contents you want to edit and press Enter or double-click it
B. It turns to editing state like input state or choosing list state

C. When you finishing inputs, save the data
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4.2.3. Save data
1. Finish adding data & editing
2. Click disk (save) icon on <Image 4-1> section E or click Save on File Menu
NOTE: If information is not in place, it will show caution message to fill in the data
3. If there is no caution message, saving is completed

NOTE: current data save in present database file. Check from File Path in configuration

4.2.4. Searching data
How to find the data you want
1. Instruction and control
A. Combo list on section C
It is the detail content lists of section A. Select the Filed you want to search
B. Searching dialog on section C
Insert keyword you want to search
C. Search button on section C
Results about searching keyword
NOTE: Use Enter key for searching result

[Reference: ‘Show all’ button will show the entire list on section H]

4.2.5. Delete data
Explains how to delete data
1. Delete the file on PC
A. Select contents you want to delete in <Image 4-1> section H
B. Click Delete button on <Image 4-1> section B
The "Delete in Scale” check box must not checked

C. Selected contents will delete and screen renews on <Image 4-1> section H.
2. Delete scale data

A. Choose the content you want to delete on <Image 4-1> section H
B. Check Delete in Scale check box

C. Click Delete button on <Image 4-1> section B

D. It will delete the data in scale if exist

[Reference: at least one contents is checked on <Image 4-1> section D, if you are
using TCP/IP mode]

4.2.6. Upload data

This function explains how to upload data from the scale.
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1. Upload instruction
A. Check conditions like communication mode, speed in setting communication in
Configuration
[Reference: More details, check <2.4 Communication Configuration>]
B. Select contents you want to upload in <Image 4-1> at section A
C. Click download icon section G to start
D. Dialog box and upload status will shown in right condition

NOTE: must select only one when you using TPC/IP mode

4.2.7. Download
This function explains how to download present screen data to the scale.
1. How to download
A. Check all the conditions like mode, speed in Configuration communication setting
B. Select contents you want to download on
C. Click download icon on section G to start download
D. When it works right, you can see the downloading dialog / status
NOTE: TCP/IP mode. You must select at least one

4.3. Assist information on Data Table 1

4.3.1. Input filed table

<Ilmage 4-1> shows each fields input area.

Table | property table, Table 4-1

Item Filed name Property Status
Group Code 1~99 Number
Group Name 32 Character
Tax Rate Code 1~8 Number
Type 0 (Only) Number
Tax Rate (%) 0 ~ 9999 Number
Receipt Msg Code 1~99 Number
Receipt Message 1~12 Character

4.3.2. Precautions
1. choosing another content on <Ilmage 4-1> at section A, will make save on memories but

not in the file
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Clicking Save icon will make all the memories to save in File. Before select the another
content on <Ilmage 4-1> at section A, make sure the job is right

You must check communication status between PC and scale before upload, download or
delete data

There is two way to communicate with, serial communication and network communication.
Serial connection is communicated with only one scale

It is to upload from one scale at the same time. So, must checked one scale on <Image
4-1> at section D

Data on present screen will disappear when starting upload. Save the job before upload
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5. Store Data (PLU assist information Ill)

5.1. Store data formation

This program can register or edit information about Store Data, and User/Security. It looks like

<lmage 5-1> down below.

& CT-Works - [cwsenswpusucwoocwmrswasm-wom(smnwumoal [oll @[
File(f) Edit View(y) Tool(D Transfer(R) HelpH)
p— e A 200 e
BlH|= = a2 = o =(n|n e
I s Gt p—
(User/Security - 1 Clerk 1
Al 2 Clerk?2 G
o
Add
Delete ]
[ ato |
A 149 /] -~
C 71010422 -
NUM SCRL

Image 5-1 Store Data

5.1.1. Explanation and name
1. Section A
It uses to choose among one of Store Data, Customer, Scroll Message, User/Security
2. Section B
A. ADD - Starts adding process chosen in <Image 5-1>at section A

B. Delete —Use to delete contents in <Image 5-1> at section G

3. Section C
It shows the list of IP on connected CT100.
4. Section D

Save —Use to save or register data
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5. Section E

Upload —Use to bring data from scale to PC
6. Section F

Download —Use to download data from PC to scale
7. Section G

It shows selected content data. This editing dialog can register or edit data

5.2. Store Data instruction

5.2.1. Starting a new work
To start new work, follow the instruction below
1. Select File in Menu
2. Choose New

3. Screen is ready for the new work

5.2.2. Edit & Add
1. Add process

A. Select contents you want to work on in <Image 5-1> section A
B. Click ADD button. New data will add in grid dialog
C. Write detail information on data you want to add
2. Edit process
A. Select contents you want to edit and press Enter or double-click
B. It turns to editing state (input state or choosing list state)

C. The data is saved after finishing input the data.

5.2.3. Save

Explains about register or save edited data

1. Finish adding data & editing

2. Click D icon on <Image 5-1> or click Save on File Menu
[Reference: If basic information is not in place, it will not save. When caution message is
appeared, checks the data and try again]

3. If no caution message is appeared, saving is completed
[Reference: Data is going to save in present database file. It can check from File Path in

Configuration program]
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5.2.4. Delete
Explains how to delete data
1. Delete the file on PC
A. Select contents you want to delete in <Image 5-1> at section G
B. Click Delete button on <Image 5-1> at section B
[Reference: "Delete in Scale” check box must not checked]

C. Selected contents will delete and screen renews on <Image 5-1> at section G

5.2.5. Upload data

Explains upload data from scale [Reference: PC and scale need to connect in first place]

1. Upload instruction

A. Check the scale is working right
Check conditions like communication mode, speed in setting communication in
configuration
[Reference: More details look for the <2.4. Communication Configuration>]

B. Select contents you want to upload in <Image 5-1> at section A

C. Click icon on <Image 5-1> section E to start
Dialog box and upload status will shown in right condition
[Reference: Only one must selected when you using TPC/IP mode <Image 5-1> at
section C]

5.2.6. Download data
Explains download present screen data to the scale. This function will work when PC and
scale is connected
1. How to download
A. Check scale is working right
B. Check all the conditions like mode, speed in Configuration Communication setting
[Reference: More details look for the <2.4. Communication Configuration>]
C. Select contents you want to download on <Ilmage 5-1> at section A
D. Click icon on <Image 5-1> at section F to start download
E. When it works right, you can see the downloading dialog and status
[Reference: When you using the TCP/IP mode. You must select at least one on

<lmage 5-1> at section C]

5.3. Store Data assist information
Explains characteristic of each data in <Image 5-1> and precautions

5.3.1. Property table
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<Store Data, Image 5-1> shows each fields input property. You cannot overwrite when

you add or edit data

Store Data Input property table, Table 5-1

Item Field name Property Status
No. 1~95 Number
Name 24 Character
User/Security Nick name 8 Character
Password 8 Character

Level 0~3 Number

5.3.2. Precautions

1. Choosing another content on <Ilmage 5-1> at section A, will make save on memories but
not in the file
Clicking Save icon will make all the memories to save in file. Before select the another
content on <Ilmage 5-1> at section A, make sure the job is right

2. You must check communication status between PC and scale before upload, download or
delete data

3. There is two way to communicate with, serial communication and network communication.
Serial is fixed to one scale
It can upload from one scale at the same time. When you using network communication,
only one scale must selected at <Image 5-1>
Data on present screen will disappear when starting upload. Do save the job before

upload
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6. Report

6.1. Outline

This chapter explains seeing reports about sales data information which saved in scale. This

report is in PC and indicates newly update data from the scale

6.2. Formation

You can use to click Report on main toolbar and it will show up like <Image 6-1> below

-ﬂe@mwrwm Transfer®) ueipcm

.“ Py weight Qv | volume
A period Total sale 7 6732 )
AII(Summary) a
REPORT
Week - *%
From 203613 G+ Period: "ROM : 13-06-
0, = 4 4 4274
To 20130135~ | B Lips 2 & s
TP0,# 20range Total 1 0.626 0
B View Type 0, % 3Kiwi Total 1 0916 0
© Summary TP, # 4 Pumpkin Total 1 0916 0
) Detail
—Ferrertrre
Cll rw -
]
DI View report ]
| Delete data ]
" Discard Temp Report
E A IP/Name 3.
@ 010422 -FE

NUMISCRLLL

Image 6-1 Report

You can select the contents you want to see in <Image 6-1>. <6.3.1.Start seeing report> explains
seeing report contents
You can see the <Image 6-2> when you click Delete Data at <Image 6-1> section D. Be careful

when you delete the data, it cannot recall the data once deleted
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Reset Data ]

A Reset scale data

Eliminate all data in Scale

B |Reset PC data

Eliminate all data in PC §V¥7ﬁﬂesiet’

C |Delete by sale number (CT100 Only)

Start No, End No, ,
2 | Delete '

Image 6-2 Delete dialog

6.2.1. Names and Explanation
1. Normal screen

A. <Image 6-1> section A
- Select the period of the report you want to see

B. <Image 6-1> section B
- This section decides how to see the report
- Scale data contents has maximum 64 data file, so it is hard to find the data you

want.
- Summary: It shows only total transaction.
-  Detail: It shows detail transaction information such as Label print, Prepack, and
Tax.

C. <Image 6-1> section C
It shows report type.
- PLU - It shows the statistics of the sell by PLU
- Group —It shows the statistics of the sell by PLU Group
- Time —It shows hourly statistics of sales
- Weekly —It shows the statistics by day of the week
- Monthly - It shows monthly statistics of sales
- Clerk —It shows each clerk’s of the sell statistics
- Tax rate — It shows the statistics of the tax rate
- Total - It shows all the information on the report

D. <Image 6-1> Section D
View Report - Use to see reports

- It shows the report which set data in <lmage 6-1> section A & decide in
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<Ilmage 6-1> section B

- It might take long time to get report if you set up Detail in <Image 6-1> section
B

Delete Data —It use to delete data

- <Image 6-1> will show up by clicking button. It can delete data saved in PC or
Scale

Discard Temp Report

— Delete the temporary report just uploaded.

<lmage 6-1> Section F

- Upload It uploads data from scale to PC.

2. Delete Data

A.

B.

C.

<lmage 6-2> section A

- Delete saved data in scale

- Sales information saved on scale will delete by press Reset

- Be careful to delete data by mistake

<Ilmage 6-2> section B

— Delete saved data in PC

- Sales information saved on PC will delete by press Reset

— It cannot recall the deleted data

<lmage 6-2> section C

- Delete selected saved data in the scale. (You can delete selected data by range
of number)

- Saved sales information on the scale will delete by press Reset button.

- Be careful to delete data by mistake.

6.3. Instruction

It is made to see the report of contents statistical information which of the sell on scale. It
cannot edit or download data

6.3.1. Start seeing report

Start by clicking Report at toolbar or Tool->Report in menu

To see reports follow the down below

1. Select period

A.

To select the date, choose date at <Image 6-1>. CT-Works set the date based on
year-month-date. If you want to change, go to <2.1.Scale Configuration>. After you

change date form, input need to follow the form

It uses 2 units form in year. For example, if you want to see the statistics between 01-
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01-2004 ~ 12-30-2004, input 04-01-01 and 04-12-31
C. If you puts wrong period or puts 00-00-00 in blank, it prints every statistically saved
data.

2. Select View type
A. Depends on reports, It had many information on one sales information

B. For example, Scale information shows maximum 64 data on each scale, it is hard to

see.

| File® Edt® Viewy) Tool@® Transfer® Help()

P& mado(SaERAR S

PLU Ttem o Weight Qv | volume
Period e = = 5
All{Summary) -
Day REPORT
Week - ;
From 2013-06-13 O~ | || _ . :
TR0, # 1apple Total 24 4274 0
To [2013-06-13 [+
TP:0,#  2,0range Total 1 0.626 0
View Type TP:0, #  3Kiwi Total 1 0.916 0
© Summary TR0, #  4Pumpkin Total 1 0.916 [}
) Detail
Report Type

| View report |
| Delete data ]

| Discard Temp Report |

& IP/Name 3.,
@ 10104222 -T

<
=

< n ’

NUM SCRL |

Image 6-3 Simple View
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' (& CT-Works - [C:#USERS#PUBLICKDOCUMENTSWCASHCT-WORKSWDATA¥MAINDATA MDB]

File(®) Edit(E) View(\) Tool@ Transfer(R) Help(H)

= = — A = ———— —

PHe oo S sER | &

PLU Item Count Weight Q1Y Volume
Period Total ssle 7 6732 )
All{Surmmary) -~
Day REPORT
Week v 3

Period: FROM : 13-06-13 TO :13-06-13
From 2013-06-13 [+
Sy TP:0,# 1,apple Total 24 4274 o
To 2013-06-13 [+ |
Label print 0
o Tpe Prepack 0.000
) Summary Tax
© Detail TP:0,# 2,0range Total 1 0.626 0
Report Type Label print 0
[PLU | Prepack 0.000
Tax
f View report 1 =
TR0, #  3Kiwi Total 1 0.916 (4]
[ Delete data ] Label print 0
Discard Temp Report Prepack 0.000
T
A IP/Name Sk T R =
0104222 TP:0,#  4Pumpkin Total 1 0916 0
Label print 0
Prepack 0.000
Tax
<« 0 ] »
NUM SCRL

Image 6-4 View detail

3. You can print it by select View Report at <Image 6-1>

6.3.2. Edit view report

It do not support edit data in view report

6.3.3. Save view report

It saves in PC database automatically even you don't press save button

6.3.4. Upload data
Explains upload data from scale
[Reference: PC and scale need to connect in first place]
1. Upload (Upload instruction)

A. Check the scale is working right

B. Check conditions like communication mode, speed in <2.1.Scale Configuration>

C. Click icon on <Image 6-1> section F

D. Dialog box and upload status will shown in right condition
[Reference: Only one must selected when you using TPC/IP mode <Image 6-1> at
section E]
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Report Upload
Upload select
JIPLU < (CT100) v Clerk : (CT100)
7! Group $(CT100) 7 Taxrate :(CT100)
¥ Time : (CTI00) A 7 Total :(CTI00)
7 Weekly $(CT100)
¥ Monthly S(CT100)
No Scale Progress Report
1 10.10.4,222 |
B [ Upload | Cancel

Image 6-5 Report upload

E. Select report types you want upload in section A at <Image 6-5>

F. Click the Upload button to start

When the new report data is uploaded, you can see the report title as "Temporary
Report”. This “Temporary Report” means that the uploaded report is not saved to the
main report DB yet. Therefore, if you want to save this temporary report, click “Save”

button. Otherwise, if you don't want to save it, click “Discard Temp. “Report” button.

6.3.5. Download data

It is read only. It do not support download data to scale

6.4. View Report reference

Explains characteristic of each data in <Image 6-1> and precautions

6.4.1. Input property table

Showing each fields input property. You cannot overwrite when you add or edit data

Table 6 1 Report field

Item Name Explaining Status
PLU PLU No
Item Sales history
oLU Count Aggregate unit
Weight Aggregate weight
Qty Aggregate quantity
Volume Aggregate volume
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Group Group No
[tem Sales history
Count Aggregate unit
Group
Weight Aggregate weight
Qty Aggregate quantity
Volume Aggregate volume
Hourly Hourly condition
[tem Sales history
Count Aggregate unit
Time
Weight Aggregate weight
Qty Aggregate quantity
Volume Aggregate volume
Day of week Day of week condition
[tem Sales history
Weekly Count Aggregate unit
Weight Aggregate weight
Qty Aggregate quantity
Month Month condition
[tem Sales history
Monthly Count Aggregate unit
Weight Aggregate weight
Qty Aggregate quantity
Volume Aggregate volume
ltem Sales history
Clerk Count Aggregate unit
Weight Aggregate weight
Qty Aggregate quantity
Volume Aggregate volume
Tax Tax
ltem Sales history
Tax rate
% Aggregate unit percentage
Volume Aggregate volume
Total Total
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Item Sales history

Count Aggregate unit
Weight Aggregate weight
QTyY Aggregate quantity
Volume Aggregate volume
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7. Receipt

7.1.

Outline

This chapter explains about receipt editor.

.
7.2. Formation
G CT-Works - [CHUSERSWPUBLICWDOCUMENTSHCASHCT-WORKSHDATAWMAINDATA MDB] fo &=
File®®) Edt® Viewd) Toold) TransferR) Help(id
PHeS nUe S 3ERRK S
Field Select Separator Font Size
t FleldName Narrr
Message
image
Align
Left
Space Ce
r
Barcode Style
Bo
p B IRt Ooc uments Wi ASWL T -WorsWhalaWLsbellmageUl crollC T 2
3 Image Download |} Delete 4
NUM SCRL

Image 7-1 Receipt

7.2.1. Explanation

1.

Click the Browser button to select and edit the images which the user wants to transfer to
the applicable scale.

Click this box to transfer the image to the scale.

The image will be transfer to the scale by clicking Image Download button.

Erase the image in the PC which the user selected and edited in "1',

- The image in the scale will not be erased
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7.3.

Add Image Item

7.3.1. Add Image Item

1.

Executed a image browser

= 4 B
me! 8 N TR EESENNS ¢ =
Image file:
0: 1
|: Temp file:
= Select size
i
| Left: 227
| (3 picture Top: 169
l L] repont =
< 1 ] G © All Image
| , © BMP (=, BMP)
Preview O PG (« JPG)
@ GIF (= GIF}
Threshold: - ; 128
Dt
Size! [=][+] i
[ QK ][ Cancel
Image 7-2 Add Image Step 1
Find the picture folder as shown below.
- R
me! @ W FEWR EBSENRS v =
-] CL-Update - 8 g}gg-gpinasﬂ(Samgae),gif y
-Spinash, — ™
i3 CL-Works QI0z00-Eok e %%e.jpg |= Image file:
: 010200-Cabbage-1.jng 1 o 1
010200-Cabbage-2.ipg "
|ﬂ g g%gg—gﬁ!ery C?:bbb%ge'jp Ternp file:
E -Chinese Cabbage.jpg .
010200-Mapa Cabbage.]gpg Select size
010300-Lettuce,jpg
' e it ey
-Graen Leaf Lettuce, gi .
: e
W= eniglish -Perilla Leaf.jp :
SRR L Bl i Top: {163
l H 3 010700-Black Leaf Lettuce, gif
a il | » ||Dl0s00-Buger Beet-lgll - © &l Image
| — © BMP (= BMP}
Preview O JPG (= JPGEY
O GIF (= GIF)
Threshold: - ; 126
Dther
Size: [=][+] 0
[ Ok ][ Cancel

Image 7-3 Add Image Step 2
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3. Selecting the image which you want to insert.

- CL-Update 7
‘3 CL-Works o Image file: 010100-Spinash(Samgs
&3 Config g 0: 1
g f?r::s ;J; g ery C%bbbabge.ipg Temp file:
(=l nese Cabbage,jp :
) image ~ || 010200-Napa C@bbage.lgpg 9 Select size
(2 Label g 7:I§em‘:ce. p%u .
3 picture g oston Lettuce,jpg
O cas 0 uce.gif Left: 227
3 english g ;:;T:?I_L::"]gpi Top: 169
3 Self Images - | |g Black Leaf Lettuce, gif
S 2 BN O Ruger Jestlat  iw & All Image
) BMP (=.BMP)
© JPG (+JPG)
© GIF (~,GIF)
Threshold:
Dter:
Size: [=](+) 0
[ oK ][ Cancel |

- |

Image 7-4 Add Image Step 3

4. If the image is color, it cannot be inserted, so change to monochrome type as selecting

Floyd & Steinberg or etc in the Dither menu(the right bottom)

i 11 CL-Update IiI IiI BT : . .
....egg__g\fognr;; H gggg_goﬁgabéﬁae'jpg E| Image flllg. ?lDlDD—Spmash(Samgs
-Cabbage-1,jpg :
{77 dat 010200-Cabbage-2.jpg "
D e 010200-Celery Cabbage,jp Termnp file:
Q3 fonts ]| |010200-Chiness Cabbage. pa .
(1 image 010200-Mapa Cabbage,jpg Select size
{11 Label 010300-Lettuce, jpg
Er e G
- -Green Leaf Letiuce, gi )
= 1 T
english -Perilla Lea ,jDI? Top: 168
010500-5tone Leek, gi
‘A Selflmages < || nio700-Black Leaf Lettuce, aif
< B ||| DI0800-Suger Best-loff - © Al lmage
. BMP (= BMP)
Preview JPG (= JPG)
@ GIF (= GIF}
Threshald: |
Dther:
Size: 7y
Bayer c [T
Bayer dither{3x3)
Clustered ditheri3x3)
Clusterad ditheri x4}
Clusterad dither{3x8)
| 0K | [ Cancel ]
No— = =

Image 7-5 Add Image Step 4-1
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. p = 3 R
AR N N S A A 8 3 B S
‘ (3 CL-Update PRI 010100-Spinash({Samaae).aii A
| é'gCL-Works -5pinas .éDS 2 A Image file: 010100-Spinash(Samaz
Pt A 010200-Bok Cabbage.jpg (=4
(3 Config 010200-Cabbage-1.jpg | D: 1
(] data 010200-Cabbage-2.jpg T file:
1 fonts t 010200-Celery Cabbage.jpg emp file:
; £/ |010200-Chinese Cabbage.jpg Select si
£ image 010200-Napa Cabbage,jpg 8.9C.3ic0
2 Label 010300-Lettuce.jpg
&3 picture 010303-Boston Lettuce.jpg
- 010303-Green Leaf Lettuce, gif Left: 227
Qome |, -
&3 english Thoa Loating Top: 169
010500-Stone Leek gi
‘3 Self Images - || 515700-Black Leat Lgem;ce.gil
‘ »||QI0800-Suger Beet-lglf - © Allimage
[ ' BMP (+,BMP)
) JPG (»JPG)
' GIF (=, GIF)
Threshold: : }
[D\he" Floyd & Steinberg | ~
Size: (= ][+ 0
[ ok ][ Cancel |

Image 7-6 Add Image Step 4-2

5. Click the OK button

7.3.2. Caution
1. Caution
1) If the user select the image when the image already selected, warning message appears

as shown below.

=)

CT-Works |83

(”""' ID duplicate overwrite?
QY CwUserswPublickDocumentswCASWCT-WorkswDatawLabellmage01.

cmp

| am 1| oem

Image 7-7 ID Overwrite Message
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8. Keypad

8.1. Outline

Key pad editor can edit and print the key pad on scale to use easily. It is not only edit key pad on

screen, but makes each button to operate you want

8.2. Formation

It is largely separated with two parts. One which shows the data information and the other is

showing shape of keypad.

Normal

Shi

.A IP/MName 3.,
@ w0z 52 |
Praview Insedt text | m m m ;I
A EEE BEE| - - e
c 2 Orange D 11.00
3 Kwi 5.00
[”1 Use multiline Text height % ; :molunw m
Background image 5 Bomn popes
g e Ll 3000 =
S st iey “iSwetchimage [ Atach | [ Dstach || prume: E (3 i: Remove |

Image 8-1 Keypad editor

8.2.1. Explanation

1. Section A
It shows the generated key set.
2. Section B

This part is to edit on keypad editor module. It will print as same as on screen and
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allocated PLU call out key or function key to every key

3. Section C
This part is to edit the Key<8.2.2 Edit print screen>

4. Section D
It lists the PLU or functions and selects the PLU or functions which to be assigned to the
keys

5. Section E

It helps to assign PLUs to key easily by the PLU numbers.
6. Section F
Buttons
- Apply: Apply the edited items to the key.
- Remove: Remove the applied items from the key
8.2.2. Edit print screen
It shows keypad editor.

Preview Insert Text r
B.[oR@ (=S| BB |
A+‘ @
Chinese cabbage
Chinese ' C+'

I~ Use Multiline ) TextHeight| %

Background Image

l E.
[~ Stretch Image Attach | Detachl

Image 8-2 edit keypad

1. Section A

It is preview screen. It shows how things will look like set on right panel C & D
2. Section B

It is toolbar for editor. It can edit font and each keys paragraph

@ It sets background color

It sets key font
It sets line to the left
It sets line to the middle
It sets line to the right

It sets line to the top

Q @ © ® O O

It sets line to the center

It sets line to the bottom

C)
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3. Section C

Edit key content. It can separate a Key to two circuit and able to control ratio of each part
4. Section D

It decides whether to separate a key to two circuit. Default value is 50%
5. Section E

A. It can put image on key background. It supports Bmp, jpg, png, gif files

B. Press Attach to select and input image
C. Press Detach to remove image file
D

Check Stretch Image to auto resize the image size if image is not fit with the key size

8.2.3. Edit speed key
PLU are listed in D of <lmage 8-1>. It will select the PLU which has become the list in each key
and it will be able to apply.

8.2.4. Make new file
If you want to make a file, select File->New. You can see the same screen like <Image 8-
3>.
1. Select CT100 type.

2. Input a file name and a description
Key Type Selection

Sy

File Name

Description

[ oK ][ Cancel |

Image 8-3 Make new file

8.2.5. Save data

Explains about register or save edited data

1. Finish add or edit process
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2. Click Save on file menu

[Reference: If leading data is not in place, it will not save the data. In this situation
the caution message will appear. Check the data and retry]

3. When there is no caution message on screen, it saved the data

8.2.6. Delete file

Click Delete on <Image 8-1> part A to delete saved file

8.2.7. Upload data

Explains upload data from scale [Reference: PC and scale need to connect in first place]
1. Upload instruction

A.  Check the scale is working right

B. Check all the conditions such as mode, speed in Configuration Communication

setting

[Reference: Check the <2.4. Communication Configuration> for more detail]
A. Click Edit function key icon on <Image 8-1>part G to start.
B. Dialog box and upload status will shown in right condition

[Reference: Only one scale must selected when you using TPC/IP mode]

8.2.8. Download data
Explains download present screen data to the scale. This function will work when PC and
scale is connected
1. Upload instruction

A. Check the scale is working right

B. Check all the conditions such as mode, speed in Configuration Communication

setting

[Reference: check the <2.4. Communication Configuration> for more detail]
C. Click icon on <Image 8-1> at section H to start download
D. When it works right, you can see the downloading dialog and status

[Reference: When you using the TCP/IP mode. You must select at least one scale]
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